CCR # 97-0068

Attachment 1: Add New Levd 4
Basdine: 12/20/96

L4 paragraph_id |req_|rd reg_type ver_method | ver_status CCR | claification text
key
F-TLM-00985 B functional test unverified A separate EU The FOS shdll alow
conversion can be specification of up to
specified for each elght (8) different
segment. EU segmentsfor
each analog
parameter.
F-TLM-00990 B functional test unverified Segmented EU The FOS shall be
conversion will use | capable of
the following performing
eguation: conversion of
y=C0+CilX = segmented EUs.
C2X**2 = C3X**3
where X isthe

decoded value, Ci is
adata base defined

coefficient, andy is
the converted value.

Attachment 2: Add RBR/L4 Link
Baseline: 12/20/96

RBR Level 4

paragraph_id paragraph_id
[TCC-4100#B F-TLM-00985
EOC-5090#B F-TLM-00985
ICC-4100#B F-TLM-00990
EOC-5090#B F-TLM-00990
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Attachment 3: Add Component to Component Class
Baseline: 12/20/96

Component component_ty | dev_category |text CCR
paragraph_id pe
FtCoContextSwitch | Object Develop FOS Object

Attachment 4: Add Component Link to Level 4

Baseline: 12/20/96

Level 4 Component paragraph_id
paragraph_id
F-TLM-00985 FtCoContextSwitch

Note: L4tolT_FOSLinkswill be provided in a future CCR.
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